REETEA Y AUDAX INDUSTRIES
% —f——27 Y 2\ 2, route de Tours - 72500 Chateau du Loir - France H P 1 OOGO
Ph S - :

INDUSTRIES one : (33) 2 43 38 42 00 - Fax : (33) 2 43 44 12 02

BASS MIDRANGE 102063L
o]

HP100GO MO8PGP2511 )

102064M <Z§

4” Coated paper cone
High impact polymer chassis
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"2 terminals 2.8 x 0.8 @ and 4.8 x 0.8 @
All dimensions in mm

105.0 4 30.0
100.0 4 27.0
95.0 - 24.0
90.0 - 21.0
85.0 o 18.0
80.0 - 15.0
75.0 - 12.0
70.0 4 9.0
65.0 - 6.0
60.0 3.0
55.0 0.0
cverplot - auto
10000.0
RESPONSE Cunvg: — onaxis ImEDANCE CURVE Cumulative Spectral Decay Log Frequency - Hz
— 30°off-axis ... 60° off-axis
SPECIFICATIONS Magnet Dimensions oxh [ 72x15| mm

Technical characteristics | Symbol Magnet Weight m | 0245 | kg

Nominal Impedance Z 6 Q Force Factor BL 5,07 | NA?

Resonance Frequency Fs 68 Hz Height of Magnetic Gap He 4 mm
Nominal Power Handling P 30 w Stray Flux Fmag - Am*
—— = : = = A — — “ n“
Voice Coil Diameter 0 25 | mm Suspension Compliance | Cms | 1220 | umN liters Hz cm cm Hz
Minimum Impedance Zmin 6,2 Q Mechanical Q Factor Qms 1,81 -
DC Resistance Der 5,7 Q Electrical Q Factor Qes 0,41 =
Voice Coil Inductance Lbm 0,57 H Total Q Factor Qts 0,34 -
il Indu m 2 | 825 3 13,4 | 932

Voice Coil Length h 9.4 mm Mechanical Resistance Rms 1,05 |[kgs’
Former - Aluminium| - Moving Mass Mms 4,48 g
Number of Layers n 2 - Effective Piston Area S 50,27 | cm?

- : : _ 3 83,3 3 8 81,1
Wire type - round - Volume Equivalent of Air at Cas| Vas 4,33 | liters
Wire material = copper| - Mass of Speaker M 0,62 kg
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